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HIS180smd
Thermal Infrared Emitter

Data Sheet HISsmd

Алматы (7273)495-231
Ангарск (3955)60-70-56 
Архангельск (8182)63-90-72 
Астрахань (8512)99-46-04 
Барнаул (3852)73-04-60 
Белгород (4722)40-23-64 
Благовещенск (4162)22-76-07 
Брянск (4832)59-03-52 
Владивосток (423)249-28-31 
Владикавказ (8672)28-90-48 
Владимир (4922)49-43-18 
Волгоград (844)278-03-48 
Вологда (8172)26-41-59 
Воронеж (473)204-51-73 
Екатеринбург (343)384-55-89 
Иваново (4932)77-34-06 
Ижевск (3412)26-03-58 
Иркутск (395)279-98-46 
Казань (843)206-01-48

Калининград (4012)72-03-81 
Калуга (4842)92-23-67
Кемерово (3842)65-04-62
Киров (8332)68-02-04
Коломна (4966)23-41-49 
Кострома (4942)77-07-48 
Краснодар (861)203-40-90 
Красноярск (391)204-63-61 
Курск (4712)77-13-04
Курган (3522)50-90-47
Липецк (4742)52-20-81 
Магнитогорск (3519)55-03-13 
Москва (495)268-04-70 
Мурманск (8152)59-64-93 
Набережные Челны (8552)20-53-41
Нижний Новгород (831)429-08-12 
Новокузнецк (3843)20-46-81 
Ноябрьск (3496)41-32-12 
Новосибирск (383)227-86-73

Сыктывкар (8212)25-95-17 
Тамбов (4752)50-40-97
Тверь (4822)63-31-35 
Тольятти (8482)63-91-07 
Томск (3822)98-41-53
Тула (4872)33-79-87 
Тюмень (3452)66-21-18 
Ульяновск (8422)24-23-59 
Улан-Удэ (3012)59-97-51 
Уфа (347)229-48-12 
Хабаровск (4212)92-98-04 
Чебоксары (8352)28-53-07 
Челябинск (351)202-03-61 
Череповец (8202)49-02-64 
Чита (3022)38-34-83 
Якутск (4112)23-90-97 
Ярославль (4852)69-52-93

Россия +7(495)268-04-70 Киргизия +996(312)96-26-47Казахстан +7(7172)727-132

Эл. почта: sao@nt-rt.ru || Сайт: https://laser.nt-rt.ru 

Омск (3812)21-46-40
Орел (4862)44-53-42
Оренбург (3532)37-68-04 
Пенза (8412)22-31-16 
Петрозаводск (8142)55-98-37 
Псков (8112)59-10-37
Пермь (342)205-81-47 
Ростов-на-Дону (863)308-18-15 
Рязань (4912)46-61-64 
Самара (846)206-03-16 
Саранск (8342)22-96-24
Санкт-Петербург (812)-309-46-40 
Саратов (845)249-38-78 
Севастополь (8692)22-31-93 

 Симферополь (3652)67-13-56 
Смоленск (4812)29-41-54 
Сочи (862)225-72-31 
Ставрополь (8652)20-65-13 
Сургут (3462)77-98-35

mailto:sao@nt-rt.ru
https://laser.nt-rt.ru
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Very small 
size

Pulsable thermal black-body infrared source 
mounted in a SMD package with a size of 3x3 mm².

Patented nanostructured radiating element 
achieves up to 500% more detection signal!

Innovative surface technology for customized 
SMD products.

Wide wavelength range enables applications 
in mobile, portable devices and various weara-
bles, for miniaturized gas measurement sen-
sors and hand-held spectrometers.

Key features

innovative infrared sources for
gas detection & spectroscopy

High radiant
power

High
efficiency

Parameter HIS550R-0

Package TO-39

Radiating element area 11 mm²

Radiating element emissivity > 0.8

Radiating element temperature 600 °C at 650 mW

Optical output power up to 160 mW

Max. electrical power (DC) 700 mW

Max. electrical voltage 4.0 V

Max. electrical current 175 mA

Electrical resistance 21…23 Ω

Modulation frequency* 6 Hz

Wavelength range 2 to 16 µm

Main specifications

* 50 % modulation depth, square wave signal, 50 % duty cycle

Optical specifications

Parameter HIS180smd

Package SMD3

Radiating element area 1.8 mm²

Radiating element emissivity > 0.9

Radiating element temperature 550 °C at 390 mW

Optical output power up to 40 mW

Max. electrical power (DC) 390 mW***

Max. electrical voltage 2.8 V***

Max. electrical current 140 mA***

Electrical resistance 19…21 Ω

Modulation frequency* 8 Hz

Filter (glued window) Si-ARC, Sapphire

Wavelength range 2 to 20 µm**

Main specifications

* 50 % modulation depth, square wave signal, 50 % duty cycle
** depending on filter transmissivity
*** for open emitters we recommend 2,6 V / 125 mA / 330 mW,

which corresponds to an emitter temperature of 500 °C
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HISsmd series emitters are small, powerful infrared radiation 
sources that meet the demands for reliable miniaturized gas 
sensors and offer a wide range of new application scenarios. 
The low energy consumption, the high efficiency and the small 
size allow the use in portable, battery-powered, and mobile ap-
plications. These innovative infrared light sources are used, for 
instance, in respiratory gas analysis, e.g. for the detection of 
CO₂ and breath alcohol, and in Smart Home and Smartphone 
applications.

The pioneering SMD package enables a fully automated pro-
duction in high-volume markets.

Infrasolid’s infrared radiation sources are pulsable thermal 
emitters with a near black-body emittance. Based on a paten-
ted nanotechnology and a patented emitter set-up made of a 
high-melting metal, the free-standing monolithic radiating ele-
ment and the nanostructured emitter surface offer numerous 
advantages in many applications.

HIS180smd
Thermal infrared emitter in standard 3x3 mm² SMD, gold plated
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Lead 1 2 3 4 5 6

Connection Case Power 1 Case Case Power 2 Case

Connection table
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Radiating element temperature HIS180smd Window options

Without window Si-ARC, Sapphire

Top view

Bottom view

Side view
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390mW, square-wave,
duty cycle 50:50

Electrical specifications

Modulation depth

0 0.5 1 1.5 2 2.5 3
0

20

40

60

80

100

120

140

160

Electrical voltage in V

El
ec

tr
ic
al
cu

rr
en

ti
n
m
A

0

100

200

300

400

El
ec

tr
ic
al
po

w
er

in
m
W

Electrical power
Electrical current

2 4 6 8 10 12 14 16 18 20
0

20

40

60

80

100

Wavelength in µm

Tr
an

sm
is
si
vi
ty

in
%

Si-ARC
Sapphire

Window material transmissivity

Type Infrared window

HIS180smd-0 None

HIS180smd-A Sapphire

HIS180smd-S Silicon-ARC

Ordering information

 



 
Angular radiation distribution (without window)
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Breakout board:

For evaluation purposes we offer a breakout board (BOB) 
wich can be used to easy connect drivers and electronics for 
evaluation.

Operating mode recommendation:

All our IR sources can be driven in electrical voltage, current or 
power regulated mode. The application decides whether the ope-
rating mode is DC or AC (pulsed). Depending on the drive mode 
and the applied electrical power the electrical resistance of the IR 
emitter can change over time. For highest measurement accuracy 
a power regulated mode is always recommended for thermal IR 
emitters. However, it is the most complex operating mode and not 
suitable in all applications.

For applications that require a small and low-cost driving circuit 
with a maximum stability we have a technical note with an adjusta-
ble low dropout voltage (LDO) regulator.

For further information please refer to:

0 1 2 cm

Back view Front view Front view with HISsmd emitter 

 

Алматы (7273)495-231
Ангарск (3955)60-70-56 
Архангельск (8182)63-90-72 
Астрахань (8512)99-46-04 
Барнаул (3852)73-04-60 
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Благовещенск (4162)22-76-07 
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По вопросам продаж и продукции обращайтесь:

mailto:sao@nt-rt.ru
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